
For the JV5 series Mimaki offers the AF-360 air 

purifi er, which ensures proper air purifi cation when 

working with Mimaki HS inks. The AF-360 can also 

be used in combination with other Mimaki solvent 

inks if your facility requires this.

MIMAKI AF-360 AIR PURIFIER

Specifi cations, design and dimensions stated in 
this fl yer are subject to change without notice.

Technical information

Fan performance [m³/h]: Approximately 360

Pressure [Pa]: Approximately 8000

Pre-fi lter type: F5 

Main-fi lter: Filter cassette with approximately 
20 kg activated carbon

Turbine: Continuous running rotor, 
one step turbine 

Motor performance [kW]: 2 x 0,7 

Power supply [V; Hz]: 100 - 120 and 200 - 240; 50/60

Power intake [A]: 14 A with 110V and 9 A with 230V

Measurements [mm]: Approximately 500 x 500 x 725 mm 

[w x d x h]

Weight [kg]:  Approximately 70 

Air inlet [mm]: 2 x NW 100

Air outlet [mm]: 1 x NW 150

Colour: RAL 7015 (grey)

Interface: Start stop automatic 
(20 sec. follow up time)

 
Included items

•  Interface cable for external start-stop

•  Suction channel (multipart), Length: 1770 mm with 
connection for 100 mm incl. attachment and casing panels

•  Two suction hoses diameter 100 mm, type mid-vent, 
Klimafl ex. Length: 1 x 5 m and 1 x 4 m

•  Four hose clamps diameter 100 mm
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